
Instructions for EMPI #B651021 Engine Brace 

1. Remove the two uppermost bolts from the rear bumper bracket, set these bolts aside as they will be re-used. 

2. Depending on which side you are working on choose the correct angled bracket (the welded sleeve will be on 

top and facing toward the front on the vehicle). 

3. Before mounting bracket, slide the threaded rod thru the sleeve (threaded end pointing down).  

4. Mount the bracket in the two open holes on the bumper bracket, and tighten the bolts. Repeat this procedure for 

the opposite side of the vehicle.  

5. Attach the engine brace to both threaded rods using the flat washers and nylock nuts provided. 

6. Snug the hangers so the brace is even on both ends, then tighten about ¼” more for proper preload. 

7. After installation is complete, run the vehicle a few times and re-tighten the brace if necessary. 

 

    

 

 

 

 

Instructions for EMPI #B651021 Engine Brace 

1. Remove the two uppermost bolts from the rear bumper bracket, set these bolts aside as they will be re-used. 

2. Depending on which side you are working on choose the correct angled bracket (the welded sleeve will be on top and 

facing toward the front on the vehicle). 

3. Before mounting bracket, slide the threaded rod thru the sleeve (threaded side pointing down).  

4. Mount the bracket in the two open holes on the bumper bracket, and tighten the bolts. Repeat this procedure for the 

opposite side of the vehicle.  

5. Attach the engine brace to both threaded rods using the flat washers and nylock nuts provided. 

6. Snug the hangers so the brace is even on both ends, then tighten about ¼” more for proper preload. 

7. After installation is complete, run the vehicle a few times and re-tighten the brace if necessary 

     

 

  

Remove uppermost two bolts from the bumper bracket Bracket and Rod Installed 

Remove uppermost two bolts from the bumper bracket 

 

Bracket and Rod Installed 

 

99-4420/1015 

99-4420/1015 

 


